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CP-5000
| Stabilizst AC/DC kaposoldtizem(i Tapegység. |

F6bb jellemzék Technikai paraméterek

110-240VAC 50/60Hz

-12VDC - 5A (60W)

- Rovidzarvédett

- EU szabvanyos tapkabel
- UL, CE, FCC, CCC, SAA,
CB, ... Certificated

Input

Kimenet

12VDC - max 5000mA

Teljesitmény

60WEH

Csatlakoz6 mérete

?5.5%@2.1¥*10mm

DC kabel hossza 1.5m@
Tulfesziiltség védelem Igen?
Tualaram védelem Igen?
Rovidzar védelem Igen
Tulterhelés védelem Igenk
Témeg 0.45kg
Méretek 150x60x40mm
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CP-5000-VI
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| Model CP5000-VI

| Input Voltage AC 100~240V, 50-60Hz
| Output Voltage DC12v

| Total Output Current 5A

| Ripple & Noise <=120mv

| Efficiency >=88%

| Output Plug 5.5%2.1mm

| Storage Temperature -40—85°C

| Operating Temperature -20—60°C

| Product Net Weight 443.3¢g

| Product Dimension 119.4*53*39mm

| Certificate UL,CEC,CE,FCC, SAA
| Warranty 5 Year

* this is Level VI efficiency, Certified Power Adapter

CoCTIER2

Regulates active mode efficiency
performance at: performance at:

Regulates active mode efficiency
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United States Department of Energy (DoE)

No-load power draw requirements CoC Tier 2 tightens Level VI no-load power
enforced by DoE Level VI draw requirements
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